
UTAH OiL AND GAS CONSERVATION COMMISSION

REMARK ELL LOG ELECTRICLOGS FILE X WATERSANDS LOCATION INSPECTED SUB. REPORT/abd

DATE FILED 4-28-86
LAND FEE & PATENTED STATE LEASENO. PUBLICLEASE NO. INDIAN 14-20-H62-3924
DRILLINGAPPROVED: 5-6-86 - (Cause No. 139-42)
SPUDDED IN:

COMPLETED: PUT TO PRODUCING:

INITIAL PRODUCTION:

GRAVITY A.P.I.

GQR:

PRODUCINGZONES:

TOTAL DEPTH:

WELL ELEVATIO

DATE ABANDO D:

FIELD: BLUEBELL
UNIT:

COUNTY: UINTAH
WELLNo MICHELLE UTE 2-7A1E APT #43-047-31770
LOCATION 2011' FNL FT. FROM (N) (S) LINE 1738 ' FEL FT. FROM (E) (W) LINE. SW NF 1/4 - 1/4 SEC.

TWP. RGE SEC. OPERATOR TWP RGE. SEC. OPERATOR

1E 7 BDGER DIL



A D
s ADSMANAGEMENT,INC.

OILFIELD INVESTMENT MANAGEMENT
Route 1 Box 1764

Roosevelt, Utah 84066
801-722-5087 "" WT a T

April 25, 19EM 2 6 1986

DIVISIONOF
OIL GAS 8: MINING

Mr.. John Baza
State of Utah
Division of Oil, Gas & Mining
355 West Nor th Temple
3 Triacl Center, Suite 350
Salt Lake City, Utah 84180-1203

Re: Baclger Oil Corporation
Badeler Michelle Ute 2-7A1E

Dear John:

For your consideration, enclosecl you will find Badger Oil
Corporation's application for permit to clrill for the above referenced
well.. Woul<:1 you i::alease a<:ddress all correspondence concernirig this
matter to this t::>ffice..

Thank you for you.r help.. Please feel free to call should we need
to answer any fur ther questions..

D.. Carv ,:'mith

Agent/for Bad ier Oil



Form OGC.la SUBMIT RIPLICÀTÉ*
ST OF UTAH (Othe . .Aructions on

DEPARTMENT OF NATURÀL RESOURCES reverse side)

DIVISION OF OIL, GAS, AND MIN1NG 5. Lease Designation anti Serial No.

14-20-862-3924
6. If Indian, Allottee or Tribe NameAPPUCATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK

Utela. Type of Work
7. Unit kgreement NameDRILL DEEPEN PLUG BACK

b. Type of Well
Oil Gas Single Multiple 8. Farm or Lease Name

2. N e of Operator
. Wed Other Zone Zone

Michelle Ute
9. Wed No.PM aer Oi T Corporation

3.
Addres~s

of Operator 2-7A1E
% ADS Manactement, Inc., Rt l Box 1764, Roosevelt, Utah 84066 10 Field and Fool, or Wildcat

4. Location of Well (Report location clearly and in accordance with any State requirements.* BluebellAt surface
2011' FNL SWVLM Section 7, TlS, RlE 11. see.. . ..ir°Ïa
1738 ' FELAt proposett Droa. zone
Same Section 7, Tls, RlE

14. Distance in miles and direction frorn nearest town or post office*
12. County or Parrish 13. State

6 Miles East Southeast of Neola, Utah -Uintah Utah
18. Distance from proposed* 16. No. of acres in lease 17. No. of acres assignedlocation to nearest to this wellproperty or lease li" t· 1738 ' 640 640(Also to nearest drig. line. if any)
1 . Distance from proposed location* 19. Proposed depth 20. Rotary or cable tools

r SO Ï .'o Ës"Ìeai'"'k'"° 2054' 14,700'. Rotary
21. Elevations (Show whether DF. RT. GR. etc.) 22. Appro.<. date work will start•

5,639' ungraded August 1, 198623.
PROPOSED CASING AND CEMENTÏNG PROGRAM

Size of Hole Size of Casing Weight per Foot Setting Depth Quantity of Cement
30" 20" 60' 150 CF (to surface)125" 9-5/8" 36# 2,800' 400 CF (to surface)8-3/4" 7" 26,29,32# 11,500' 750 CF

6" 5" 18# 11,200-14,700' 750 CF

This well is to be drilled to total depth using fresh water and fresh
water LSND, weighted with barite as needed. Operator will use 10"-5000 psi

operationally check BOP system daily.

DiVISiONOF
IN ABOVE SPA gEggggggy PROGRAM: If proposal is to deepen or plug back. zive data on present productive zone and proposed new pro-ductive zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowoutpreventer progra if any.

ADS Ilanagement, Inc.
siva

..................... .
. Title......Agent...for. Badger...Dil Corp.. vate. . .. 3... ..

(This sonee for Feder or State office use' APPHOVED BY THE STATE
Permit No... .... ........

. .
...,....... ............... Acoroval Date OFU TAH D)V)S QN.DFOTE,GAS, AND MINING

Approved by......................... ........
............... Titte.................. ......... E areConditions of approval, if any:

B
W L SPAC G: yy,*See Instructions On Reve e



PROJECT

BADGER OIL CORP.

T / S , R / E , U.S.B. 8 M. Wen location , M/CHERE UTE
2-7A/E, located as shown in the
SW I/4 NE I/4 Section 7 , T I S ,

R I E U.S.B. 8 M. Uintoh County,
S 89°57 E '

Utah.

NE
o

M/CHELLE UTE 2-7A/E 738'
E/ev. Ungraded Ground (Computed )
5639

Id Set Stone
S 89°09 34"W ..

(Reset)
1325.98'

CERTIFICATE

00. THIS IS TO CERTIFY THÀT THE ABOVE PLAT WAS PREPARED FROM

CO FFELD NOTES OE ACTUAL SURVEYS MADE BY ME OR UNDER MY

\ f.O SUPERVISION AND THAT THE SAME ARE TRUE AND CORRECT TO THE

BEST OF MY KNOWLEDGE AND B

REGISTERED AND SURVEYOR
REGISTRATION N° 2454
STATE OF UTAH

(Reset) UINTAH ENGINEERING a LAND SURVEYING
P 0. BOX Q - 85 SOUTH - 200 EAST

VERNAL, UTAH - e4oza
SCALE DATE

I"= 1000 3/20/86
X = Located Corners

PARTY REFERENCES
LD JK OR DLS GLO

WEATHER FILE
Cool



OLOW OUT PREVENTER EQUIPMENT

Bell Nipple

Fill Line i Flow Line

Annular
Preventer

Pipe Rams 1. Hydraulic Valve.

2. Manual Yalve.
C 3 3. Safety Yalve. ( Optional )

Adjustable Choke
B ind Rams To Mud Tanks.

Kill Line -

Drilling
To Flare Pit.

Spool
To Gas Buster.

Casing Head )
Hydraulic Choke

A minimum 3,000 psi DOPE is to be installed after setting
surface pipe. All preventers are to be tested to 1,500 psi prior
to drilling out surface shoe.

A minimum 5.000 psi SOPE is to be installed after setting
long string. Pipe rams and blind rams to be tested to 5,000 psi
and the annular preventer to 1,500 psi prior to drilling out shoe.

All auxiliary BOPE will be tested to appropriate pressures
when 80Ps are tested. ( F1anif01d, upper and lower kelly cock,
valves, and inside BOP ).

After drilling the shoe, the casing seat will be tested to en
equivalent mud weight of 13 5



CONDITIONS OF APPROVAL FOR NOTICE TO, DRILL
WITHIN THE UINTAH OURAY RESERVATION

Coriipany.: BADGER OIL CORPORATION Well No: Michelle Ute 2,7A1E

Location: Section 7 Township 1S Rarnae 1E L.ease No 14-20-H62-3924

Onsite Inspection Date: Aprik 10, 1986 Bond No: 7972555 (Cont. Cas.)

A1.1 1.ease and/or .unit operatiorrs will be conducted in such a manner. that full
compliarice is made with applicable laws, regulations, Onshore Oil and. Gas
Order No.. i, and the approved plan of operatit::>ns. The c::)perator is fully
responsible f ::ar the actions of his subcontractors. A copy of these ct::mditiores
will be furnished to the fiel.d representative to insure coinpliance.

A. DRILLING PROGRAM

1.. Surface Formaticm and Estimated Formation Tops:

Uintah Fonilation Surface
Green River Formatiart 5,600'†-
Wasatch Formation 11,000'+-

2. .. Estimated Depth at Ntvich Oil, Gas, Water, or. Other Mineral Bearire;
Zortes are Expected to be Encountered:

FORMATION 2ONE

Expected Oil Zones: GR/Wasatch 5600-TD
Expected Gas Zones: GR/Wasatch 5600-TD
Expected Water Zones Uintah Surface to 1800'
Expected Mineral Zones: None Expected

All fresh water and prospectively valuable minerals (as described by
BLM at onsite) encountered during drilling, will be recorded by depth
and adequately protected. All oil and gas shows will be tested to
determine commercial potential.

3. Pressure Control Equipment:

Minimum 5000 psi BOPE will be installed prior to drilling the
surface pipe shoe. Minimum 5000 psi BOPE will be installed prior
to drillinsa the Intermediate casing shoe. Pit volume totalizers,
flow sensors, automated choke manifold, taas buster, lower kelly cock,
and stabbinsa valves will be available when drillinta below 10,000'.

SOP systems will be consistent with API RP53. . Pressure tests will be
conducted before drilling; out from under casing strintas which have
been set and cemented in place. Blowout preventer controls will be
installed prior to. drillirna the surface casing pluta and will remain
in use until the well is completed or abandoned. Preventers will.



inspected and arated at least daily to sure goccl mechanical
workinsa .order and this inspection will be recorded on the daily
drilling report. Preventers will be pressure testecl before drilling
casing cement plu<as.

The District Office should be riotiFied with sufficient lead time, in
order to have a SLM representative an location di..tring pressure
testing.

4. Casing Program and Auxillary Equipment:

A rat-hole driller will be used to drill a 30" conductor hole to a
depth of betweer 60 and 80 feet 20" pipe wi 1 then be run and
cemented to surface.

Twel.ve and one-quarter irn:::h hole wil.J. be drilled to 2500--3500
,9-5/8" casing will be run and cemerited to surface.

BOPE will be installed and tested 8-3/4" hole will be drilled to
11,000 12,000 feet. 7" casing will be run from surface to TD and a
minimum of 1500 ' »Jil.1 lie cemented.

80PE will be i.ristalled and testecL 6" hole will be drilled to TD,
14,7002. 5" liner will be run and cemented from the intermediate
casinta to TD.

Antij::ipated cement tops will be reported as tc:/ depth not -the
expected number ::rF sacks of cement to be used. The District Office
shoule:3 be notified, with sufficient lead time in order to have a BLM
representative on locatit:>n while running all casing strirmas and
cementinça.

5.. Mud Pro<aram and Circulatirna Medium:

The well will be drilled to the bt:attom of the surface pipe, usirag
fresh water artd fresh gel mud, with air as required to maintain
c.irculation.

After setting the surface pipe, the well will be drilled to
approximately 8000' usinta fresh water.

Fresh gel mud will then be uti.lized, eisahted as necessary, with
barite, for the remainder of the hole.

A minimum of 1000 sacks of barite will be maintained on location
when drillin<a below 8000'

No chromate additives will be used in the mud system an Federal
and Indian lands withai..it prior BLM approval to insure adequate
protection of fresh water aquifers.

6. Carinsa, Logging and Testin<a Program:

No DST's or Cares are planned.

DIL GR Ic:Ma will be run from the bottom of the surface pipe to



CNL,FDC GR an< ud lo<3s will be run ftom roximately 6000' to TD.

Whether the well is completed as a dry hole or as a .prodi..tcer,
"Wel.1 Completion and Recompletion Report and Log" Œorm 3160-4)
will be submitted not later than 30 days after completion of the
well or after completion of operations being performed, in
accordance with 43 CFR 3164. Two copies of all logs, core .
descriptioris, core analyses, well-test data, laeologic sumriiaries,
sample description,. and all other surveys or data obtained ancl
campiled during the clrilling, Wor*kover, and/or codipletion operations,
will be filed with !=arm 3160-4. Samples (cuttinias, fluids, and/or
gases) Will be submitted when requested by the authorized officer
(AO) .

7. Abnormal Conditions, Bottom Hole Pressures and Potential Hazardi:ä:

The Uintah and LJpper Green River Fms. (to approximately 13000') acre
expected to be normal or under-pressured. Last circulatiori may t:>e
a problem. If air drillin<a is requir'ed to maintain circulatiorc, the
use of Chromate corrosion inhibitors will be required to control
Drill Plpe corrosion.

The Middle and tower Wasatch Fm.. is: e×pected to be t:::ver pressured.
Mud Weights of 12-14 ppe may be required to maintain pressure
equalibrium. The eestimated BHP at 14,7001 is 10,400 psi maximum,
althoutah the formation pressures of individual zones are expet::ted to
vary widely.

No other drillin<a hazards are anticipated.

8. Antit:ipated Starting Dates and Notifications of Operations:

L.ocatiorf Construction: Ju-ly 1, 1986

Spud Date: Au<aust 1, 1986

No location will be constructed or .moved, no well will be plugiged,
and no drillirna or workover equipment will be removed from a well to
be placed in a suspended status without prior approval of the AO. If
operations are to be suspended, prior approval of the AO will be
obtained and rotification given before resumptit:an of c:>perations.

The.spud date will be reported, orally, to the A0 within 48 hours
after spudding. If the spuddinsa occurs on a weekend or holiday, the
report will be submitted on the next followinsa, regular work day.
The oral report will be followed up with a Sundry Notic::e.

In accordance with Onsht:>re Oil and Gas Order No. 1, this well will be
reported on Ft:Trm 9-329. "Monthly Report of Operations", starting
with the month in which operations commence and continuing each month
until the well is physically pluggaed and abartdoned. This report will
be filed, in triplicate, to the Vernal BLM District Office, 170 South
500 East, Vernal, Utaff 84078.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any
other unusual occurrences shall be promptly reported in



witko the requ ments of NTL-3A or its e aions.

(.If a replacement ri<a is contemplated for completicin operatierts, a
"Sundry Notice" (Form 3160-5) to that effect will be filed, for prior
approval of the AO, and all conditions of thîs approved plan are
applicable during .all operations cartducted ith the replacement rig.)

Upon completion of Drilling operations, the drilling rig will be
released and rigged down. Completiori operations will be performed,
utilizing a cornpletion rig.

Should the well be successfLelly completed for production the AO
will be notified when the well is placed in a producing status.
Such notificatiort will be sent by telegram or other written
cominunication, not later than five days follouinfa the.date on which
the well is placed on productit::an.

Pursuant to NTL-28
, with the appr :aval of the District Engineer,

produced water may be temporarily disposed of into unlined pits
for a period of up to 90 days. During the period so authorized,
an applit::ation for approval of the permanent disposal method, alöng
with the Required water arialysis. and other informatiori, must be
submitted to the District Engineer.

Pursuant to NTL-4A lessees or operators are .authorized to vent/
flare gas durinta initial well evaluation tests, nt::>t exceeding a
period of 30. days or the production of 50 MMCF of <aas, LAichever
ot.:curs first. An application must be filed with the District
Englineer and approval received, for any venting/f Iaring of gas
beyond the initial 30 day or authorized test period.

A schematic facilities diagram, as required by 43 Cl R 3162.7-2,
31&2.7-3, and 3162..7-4, shall be submitted to the appropriate
District Office within 30 days of installation or first production,
whichever occLtrs first All site security recaulations as specified
in 43 CFR 3162.7 shall be adhered to. All product lines enterirva and
leaving hydrocarbon storage tanks will be effectively sealed in
accordance with 43 CFR 3162.7-4.

A fírst production conference will be scheduled, hithin 15 days after
receipt of the first production notice.

No well abandonment operations will be commenced without the prior
approval of the AO. In the case of newly drilled dry holes or
failures, and in emergency situations, oral approval will be obtained
from the AO. A "subsequent Report of Abandonment" Form 3160-5, will
be filed with the AO within 30 days followin<a completiort of the well
for abandonmerit. This report will indicate where plugs were placed
and the current status of surface restoration. Firtal abandonment
Will ru:>t be approved until the surface reclamation work recarired by
tht:e approvect APD or approved abandonment notice has been c<::>mpleted
to the satisfat:::tion of the AO or his representatives, ::)r the
appropriate Surface Nanatling Agel-icy.

Pursuant to Onshore Oil and Gas Order No. 1, lessees and (::>perators
have the respt:>risibility to see that their exploration



production a e nst .ction oper at io is conducted in a manner
which conforms with applicable Federal Laws and regulatiors and with
State and local laws ancl regulations to the exterit that such State
an<:1 local laws are applicable to operations on Federal or Irtcliarr
lands.

B. THIRTEEN POINT SURFACE USE PLAN

1. Existirna Roads:

at. Locatiori of proposed well in relation to toWn or other ref-
erence point: 4 miles South of Whiterocks, Utah - West of Utah
121

b. Prol::>oi:::ed route to location: From Neola, Utah, travel 5-1/3 miles
East to Whiteracks Hirahway Junction then South 1-1/3 miles +

c. Location and description of roads in the area: All roads are
existing and .21+- miles of acct:ess road wil3. be built

d. Plans for improvement and/or aiaintenance of existinsa roads:
Existing roads will be laradecl and maintained as required. They
are presently adequate for oilfield access roads

e- Other: .21 miles of road Þiill be upgraded on the Ute Tribal
surface

2. Plannecl Access Roads

a. l....ernath: 1118.76 (.21 mili:es)

b. Width: On Tribal Lands: 50' right-of ay

c. Maximum Grade: N/A

d. Turnouts: N/A

e. Location Road (centerline) : Tribal l...ands: See Plat

f. Drainage: Roadway drainage will be provided in accordant:::e with
"Surface Operating Standards for Oil and Gas Exploration. and
Development". Twt::> 24" culverts provided at entrance from main
highway. One 36" culvert at each irrigation ditch. (.Total of
twa 36" culverts.)

9. Surface Materials (source): All roads will I::>e built using native
materials, capped, where necessary, with roadbase from coinmercial
garavel pits in the area.

h. Two cattle (guards will be provided - one at the hirahway entrance
and one at the N/S 1/4 section line (see plat) Location will be
fenced to the 1/4 section line. Cattle gl..tard and two 16' Powder
River <aates will be provided at the Nor th and South location
fent:::es to permit through



i The surFa< riahts are owned ty the L Indian Tribe, an approved
ri<aht of-way will be obtaineci from the BIA before the operator
begins any constructit::m activities.

All travel will be confineel to existing access road ri<ahts-of way.

Access. roads and surface disturbing activities wi.ll conform to
standards. outlined in the USQQEylalic;ttige .(.1..978). Surface Ogg.fr tting

The road shall be upgraded tt:> meet the standards of the arcticipated
traffic flow and all-weather road requirements. s Upgrading shall
incli..tde ditching, draining, graveling, crowning, and capping the
roadbed as necessary to provide a wel.l constructed safe road. Prior
to upgrading, the road shall be cleared of any snow cover and allowed
to dry completely Traveling; off the 30 Foot right--oF-way will not be
alladed.. Road drainage crossings shat11 be of the typit:::al dry creek
drainage crossing type. Or os::tings shall be designed so they Will not
cause siltatit::m or act:::umulation of debris irE the drainage crossings
nor shall the draina<aes be blocked by the roadbed Erosion of
drainage ditches by runoff mater shall be prevented by divertirna
water of f at freciuent intervals by means of cutouts JJpciradin<a shall
not be allowed during muddy conditions. Should mud holes develop,
they shal.1be filled in and detatirs.around them avoided.

Right-of-Way Application needed. I F a ROW is riecessary for the
access road a copy of the ROW grant sht:ill be i.th the dirt
contractor durinsa the construction and thereafter kept on location
with the complete copy of the approved APD

The operator/lessee or his successor shall be responsible for all
maitatenance on cattle<2uafds or gates associated with this oil and/or
gas operation.

3. Location of Existing Wells:

See Attached Map.

1. Well - Oil/Gas SW 1/4 NE 1/4
Utex Oil 43-047 30173 API

2 Well - Oil/Gas NE 1/4 SW 1/4
Badger Oil 43-047 31390 API

The closest water well belonias to L.loyd Fer<auson and is located
in N 1/2 NE 1/4 SW 1 4 Section 6, TlS, R1E

4 Lot:::ation of Tartk Batteries and Production Facilities:

See Attached Well layout plat.

All permanent (on site for six months of langer) structures corr-
structed or installet::I (includina oil well xxamp jacks) will be painte::I
a flat, norr-reflective, earthtone color to match one of the starc-
dard environmental 1:::alor's, as determined by tht: Rocky Mountain 5 .
State Interataency Committee. All facilities will be painted within á
months of installation. Facilities required to conform with



10ccupational fety and ea1th Act) wil e exclt..tch d. This facility
will be rJainted slate gray.

If a tank battery is constructed on this lease, it will be
surrounded by a dike of sufficient capacity to contain 1.5 tiines the
storage capacity of the battery .

Tarth batteries will be placed on the Northeast corner between
points 1 and 2.

All loading lines. Will be placed inside the berm surrounding .the tank
battery.

A.11 site security guidelines indentified in 43 CFR 3162.7 regulations
will be adhered to.

All off-lease storage, .off-lease measurement, or commingling on-lease
or off-lease will have prior written approval from thé: AO Per
existirwi gas contracts in the Altamont-Bluebell. Field, gas will be
metered at .the wellsite:t and volumes will be adjetsted to conform with
the Plant Inlet Master Meter.

Gas meter runs for each well ill be locatied within 500 feet of the
wellhead The <aas flowline wilL be buried from the wellhead to the
metet and 500 feet downstream of the meter run or any production
facilities. Meter runs will be housed and/or fenced.

The oil and gas measurement facilities will be installed ort the well
location. The oil and gas meters must be calibrated in place prior
to any deliveries. Tests for meter accuracy will be conducted
monthly for the first.three months for new meter installations and at
least quarterly for other.meter installations. The AO will be pro-
vided with a date and time for the initial meter. calibration and all
futi.tre meter proving schedules. A copy of. the meter calibration
reports will be submitted to the Vernal District Office. All meter
measurement facilities will conform with the API standard:a for
natural gas measurement.

5. Water and Construction Materials:

Water will be purchased from the Ute Tribe from the ditch located
approximatel.y on the N/S 1/4 Section Line (see map) - Water will be
transported to location by a temporary pipeline along access lease.

If fill materia.ls are needed to construct.roads and well sites,
proper permits will be obtained. A copy of the permit needed to
obtain Water will be attached to the application if water is to be
used for the drilling. Information for permits will include: (a)
the apprt::>ximate amal..tnt of water or filaterials nei:-:.>ded, (b) location and
ownership of the water rights or materials to be used and, (c) the
approximate amount of time the water or materials will be required.

6. Construt:::tion Materials:
All fill and road c:::onstruction materials will be .purchased from
private



7. Methods of Hat
.ng Waste Disposal

a. The foHowirna methods will be used to provide safe containnient
of the following waste materials.

1. Cuttings - Reserve pit
2. Sewage -· Holding tariks
3. Trash - Haul.ed to dump
4. Salts - None
5 Chemicals - Reserve pit No restricted chemicals are

plannecl for this well

b. Drilling mud and chemica.ls arrd water recovered during the
testin<a. operatiorr will be produced to the reserve pit.
Produced oil will be salvaged as possit:ile. The reserve
pit will be reclaimed to protect the environment

Burning will not be alloweel All trash must be contained and dis-
posed of by contairunent iri a trash cage and disposal iri an approved,
sanitary landfill.

Pits are not to be located in natural drainages where a flood hazard
exists or surface runoff Will destroy or dama<ae the pit walls, unless
otherwise hereirt.provided.

All reserve pits.will be lined with either native clay, commerc:ial
beritanite or plastic sufficient ter prevent seepage. (If a pÏ«:htic
nylan reinforced liner is used, it.shall be torn and perforated
after the pit drys and before backfilling of the reserve pit.) Th.e
reserve. pit will be lined with 34‡ per squi:tre foot commercial
t:>entonite mixed with local clays and fill.

Pits will be constructed so as not to leak break, or allow discharge
of liquids.

Produced waste water will be confined to a bentonite lined pit for a
period not to exceed 90 days after initial production. During the.90
day period, art application for aproval of a permanent disposal method
and location, alons; with required water analysis, viill be submitted
for the AO's approval. Failure to file an application within the
time allowed will be considered an incident of noncompliance and uiill
be grounds for issuing a shutrin order.

8. Ancillary Facilities:

Camp facilities will not be required.

9. Wellsite Layoltt:

The reserve pit viiH be located on the South side of the location.
Foints A-B-C-5.

The stockpiled topsoil will I::>estored on the Southwest corner of
the location. Points 5-6.

Access to the well pad .will be from the Northeast. Points



The trash pit will be locatech Nt:>ne aliaWed. (Will ùse bar:aket.

Diversîon ditch(es) shall be constri.p:::ted on the North edge of th:a
location as regi..tired t:>y the BIA.

Reserve pits will be fenced ith a wire mesh fent:::e and topped with
at least one strand of barbed wire. Fencirug paill be on three sides,
while drilling, aind the fourth acide utfter releasing the :Jrilling
and at:.3mpletion ritas.

1:)per toris eniplayees, inciuding sutx::ontractt::irs, will not gather
firewood alorici roads <:::onstructed by operators If woe i cuttirug. is
required, a perinit will be oi:itained from the Forestry Departmerit of
the BIA pursuan.t to 25 CFR .là9.13 "Assessed Damayaes Ini:::ident to.
Rigl t-4:if=w:ty Authorization" All operators sub-contrac:tors,
veriders and their employees or agents. may ru:2t disturb saleable timber
(including firewood) .without a ch.rly granted wcx:)cEparmit frc::m thre BIA
forester. Trees from the locatic:>n will be cut and hauled ofF.or
bl.0::::ked at the edige of the location, at the operators discretiore

10.. Plans for Restoration of Surface:

Immer.:,iiëttely úl; on cinn letil::>n of dril.ling; the lor: ith::w! and surräuridirEg
aren teill be cleared of alÏ debri::::, duaterials, trash and iunk not
reepaired for production..

8 :f::>re any dirtigark to restore the location takes ploce the reserve
pit must1:e cc:::mpletely dry and all car ::, barrels, pipe etc.. will be
removed.

All di.sturbed areas, ns:::>t required for :>rodu.ction agaerations will t::.e
recontoured to the approximate ru:itural contouhi.

The st:::::ckpiled topsoil will be evenly distribi..ited dver the disturbed
SFOSS.,

Prit::)r to reseedina, all disturbed arease including the facces:e:: rcuads,
will be scarified and ..t.eFt with a routah surface.

Seed will t:>e i::>roadcast or drilled at a time specified by the BIA.
If broadcast, a harrow or some other implement will be dragt;ied over
the seeded area to assure seed coverage. (September 15th until
the ground freezes.)

The seed mixtl..tre to be used will be specified by the BIA, at the
time of restoratil:::in.

The reserve pit and that portion of the location and access road
not needed for productiort or production facilities will be reclaimed
within 1 year..

Abandi::)ned well sites, rt::>ads, or other disturi::ed areas Will.l::>e rar
sti::::red to near their oritairaal condition... TPris procedure will irr
clude: (a) reestal:::Jishinta irrigation systems where api::>1icable,
(b) reestablishing soil canditions in irrigated fields in such a



as to insure tivatioii eind harvesting cgcrops and, Tc) insuring .

revegetation a the disturbed etreas tú the specification of the Ute
Indian Tribe or the BIA at the tirtie of abandariment.

The operator will subulit a plan for
.::oritrollinig noxious ta:eeds alongrilahts-of-may for roads, pipelines, well sites or other applicable

fag:ilities. A li.st. of noxiot.ts weeds cart be obtained. from the
appropriate county extensit::in office.

11. Sùrface and Mineral Ownership:

The surface and mirierals are cuaned by the Ute Indian Tribe.

12. Other Inforination

A woocl permit will be obtained from the BIA., prior tt::1 distarl;:>ing any
timber. Usable wcod will I::>ecut. and hauled off. The stut:>ble will be
worked inti::> the top soil;

WITile drilling, the reserve pit will be fen<:::ed on three saides.
When the: drillirna rig moves of f , the f<::>urth side . Will be fenced .

Theri::r will be ni::). deviation frcun the :>roposecl drilling arid/or
norkover program without prior approval frenn the ACE Safe drillingt
and operating practices myst be observed All wells, whether
dri.Ilind, producinta, suspended, or abandt:med will be identified in
u:::cordarice with 43 CFR 31.62.2.

"Sundry N=:::ttice and Report on Wells" (Form 316CF5) will be filed for
approval for all changes of plans and other operations iri acci::tr-
dance with 43 CFR 3164.

The dirt (:::ontractor wil.1 I::>eprovided with an approve.:::I copy of the
surface use plan.

A culti..fral resource. clearance will be required before any con
struction begins. If any (:::ultural resou.rces are found durire:9
constructioni all work will stop and the AO will be rn:::tifiecL

The operator or his corttractor shall contact the BLM and BIA CeFfices
at (801) 789-1362 (BLM) and (801) 722-2406 (BIA) between 24 and 48
hours. prior to caristruction activities. Cantact Tim O'Brien.

There shall be no surface disturbance.2 within 600 feet of live water
(includes stock tanks si::>rirn:as, and ç;uzz.lers).

Operator's employees, includinça subcontractors, will not carryfire-arms or other weaports that may be used to kill giame animals.

Operator 's employees, includinga subcontractors, will be confined to
established roads ared well sites. The puri::>ose <::>f theis:s .is to prevent
soil erosion, and to prevent harassment of game animals. or live-
stock with off road vehicles si..ich as snowmobiles, motorcycles,



4 wht:bel drives

A).l roads ct::mstructed by operators on the Uintah and Ouray Irtdian
Reservation will have appre::1priate signs Signs wil.1 be neat and of
sour d constrúction They will state (ei) that the land is owneid by
the Ute Indian Tribe (b) the name oF the operator, (c) that firearms
are prohibited to all non-Ute Tribal mämbers, (d) that permi ts must
be ot:>tained from the BIA before cutting firewood or other tiinber
products and (e) only authorized personnel are permitted. on location.

A bench Thark will be established near each well site at a location
where it will not be destroyeci The bench nark will be a brass cap
set in concrete. The brass cap Will. show the well. nutnber and
elevatiore to the nearest one-tenth of a foot. Tlfe d:uts and fills
<±iagram for the wel.L site will shovi elevatioris in relation to the
bench mark..

Grazing Permittee::

Frank Arrowchis
Whiterocks Ni<:Rhu ay
(801) 353-4378

13.. Represerttative:

ary . Smith -, Agent for Back:Jer Oil Corporation oF
James Garcia, Agent for Badger Oil Dorporation
ADS Managetilen t , Inc ..

Rt 1 Bax 1764
Roosevelt Utáth 84066
(£:01) 722--506Ú

All lease and/or unit operations will. be conducted in suell a inanner
that full compliance is made with all applicable laws, . re<aulations,
Onsht::>re Oil and Gas Orders, the approved plan of operations, and any
applicable Notice to Lessees. The operator is fully responsible for
the actions of his sut:econtractors. A copy of these conditions ill
be furnished the field representative tt::> insure compliance::..

This drillirig i::>ermit will be valid ft::::r a period on one year from the
date of approval. After permit termination, a new application will
be filed for approval for any future operations.

Certifi.cation:

I hereby (:::ertify that I, or persons .inder my direct supervi:i:«ior ,

have inspected the proposed drillsite and at::cess route, that I am
familiar with the conditicms which currently exist, that the state-
inents made in this plan are true and correc t to the best of my.
knowledge; arid that the work associated with the operatiores proposed
herein will be ::>erformed t::.yBADGER OIL CORPORATION and its
::::antractors are::I subet:::ntractors in conformity with this plarr and the
terms and conditicms under which it 3.s approvecl.. This statement is
sul::>ject to the I::>rovisions of 18 U.S..O. 1001 for the filing of a
fal:ll:de



Date D . Car y mith or Jaines Garcia
A pent r BADGER OIL CORPORATION

ON SITE:

DATE: Ardril 10, 1986
PARTICIl¯¼NTS:

Floyd Wopsack - Ute Tribe
Tom Houston , Badger Oil Corporation
Cary Smith - Agent for Badger Oil Corporation
Bob Morlan - Bädger Oil Corpciration
Ken Young - BLfreau of Indian Af fairs
Lanny Taylor - Uintah Engineerirda
Tim O'Brien - Bureeni of Land Manassement
Jerry Keriezka - Bureau of Land Management
Rick Hau,tak - Archaeologist
Jorias Grant -- Ute
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BADGEROIL COPORATION

MICHELLEUTE 2-7Als

DAMAGEAREAANDROADRIGHT OF WAY

ON

UTE TRIBAL L&NDS

LOCATEDIN

SECTION 7, T18, R1E, U.S.B.& M.

UINTAHCOUNTY,UTAH

DAMAGEAREA

BEGINNING AT A POINT IN THE SW 1/4 NE 1/4 SECTION 7, Tls, RIE, U.S.B.4
M. N 24°33'07" ¥ 3816.40' FROM THE SE CORNER OF SAID SECTIOR; THENCE
S 13°27'49" E 180.00'; THENCE S 76°32'11" V 400.00'; THENCEN 13'21'49" W
400.00'; THENCE N 76°32'll" E 400.00'; THENCES 13°21'49" E 20.00' TO THE
POINT OF EEGINNING. CONTAINS 3.673 ACRESMORE OR LESS. BASIS OF BBARING
IS THE EAST LINE SE 1/4 OF SAID SECTION WCIH IS ASSUMEDTO WAR NORTH,

ROADRIGHT OF VAYON UTE TRIBAL LANDS

TOTAL LENGTH OF ROADRIGHT OF WAY ON UTE TRIBAL LAND18 1118.76' OR
0.21 MILES. ACERAGEVIDTH OF RIGHT OF ¥AY IS 50 ( 25'ON EACHSIDE OF THE
CENTERLINE). CONTAINST.28 ACRESMOREOR LESS.

ENGINEER'S AFFIDAVIT

STATE OF UTAH )
) ss

COUNTYOF UINTAH )

NELSON J. MARSHALL,WING FIRST DULYSVORN, DEPOSES ANDSTATESTHATHE
IS THE REGISTERED LAND SURVEYOR, FOR BADGER OIL CORPORATION, THAT THEŒ
SURVEYS WRE MADEBY HIM (OR UNDERHIS SUPERVISION): THATHE HAS EIARINED
THE FIELD NOTES OF THE SURVEYS OF THE DAMACEAREA, ANDROAD RIGHT-OF-VAT
AS DESC2IED AND SHO¥N ON THIS MAP, THATTHIS MAP VASPREPARED URRR HIS
DIRECTION FROli SAID FIELD NOTES; ANDTHAT SAID RIGHT-0F-VAT, BEGI

rENDING AS SHOWNON THIS MAP IS ACCURATE

REGISTRATION NO. 245
STATEOF



BADGEROIL CORPORATino
RICHELLE UTE 2-7A1E

ACKNO¥LEDGEMENT

SUBSCRIBED AND SWORNTO BEFORE ME THIS DAY OF 1986.
MY COMMISSIONEXPIRES 57- ESG

NOTARYPUBLIC
VERNAL, UTAH

APPLICANT'S CERTIFICATE

I, Cary Smith , DO HEREBY CERTIFY THAT I AM THE AGENT FORBADGEROIL CORPORATION, HEREINAFTER DESIGNATED THE APPLICANT: THAT EBLSONJ. MARSHALLWHOSUBSCRIBED TO THE FOREGOING AFFIDAVIT, IS EMPLOYED. BY THEAPPLICANT TO SURVEY THE LOCATION OF THIS DAMAGEAREA AND ROAD RIGHT OFWAY, AND TO PREPARE THIS MAP: THIS MAP IS ACCURATELYREPRESENTED) THATSUCH SURVEYSAS REPRESENTED ON THIS MAP HAVE BEEN ADOPTED BY THE APPLICANTAS THE DEFINITE LOCATION OF THE PROPOSED DAMAGEAREA AND ROAD RIGHT OFWAY, THEREEY SHOWN; AND THAT THIS MAP HAS BEEN PREPARED TO BE FILED WITHTKE SECRETARY OF THE ÎNTERIOR OF HIS DULY AUTHORIZED REPRESENTATIVE AS APART OF THE APPLICATION FOR SAID DAMAGEAREA AND ROAD RIGHT OF WAYTO BEGRANTED THE APPLICANT, ITS SUCCESSORS AND ASSIGNS, VITH THE RIGHT TO
CONSTRUCT, MAINTAIN, AND REPATR IMPROVEMENTS, THERON ARD THEREOVER, FORSUCH PURPOSES AND ¥ITH THE FURTHER RIGHT IN THE APPLICANT, ITS SUCCESSORSAND ASSÎGNS, TO TRANSFER THIS RIGHT-OF-WAY BY ASSIGNMENT GRANT OROTHER¥ISS.

APPLICANT /

A nt- for I c3gr Gil



ENDANGERED PLANT STUDIES INC.
129 North 1000 East

Orem, Utah 84057
(801) 225-7085

16 April 1986

Badger 011 Company¾
Applied Drilling Services
Route # 1
Box 1764
Roosevelt, Utah 84066

Attn: Mr. Cary Smith

Dear Mr. Smith:

On April 10, 1986, at the instructions of Mr. Brad Webber of Uintah
Engineering, Vernal, Utah, Mr. Ron Kass of this firm undertook a
biological survey of a drill site for Badger Oil Company in the
Whiterocks area of Utah. .The site is in T1S, RTE, NE/SE S7 and is about
400 x 400 feet in area. The surface geology consists of quaternary
alluvium. A road about 1/4 mile in length and 50 feet wide was also
included in the survey. Elevation is at 5600 feet. The survey was
especially concerned with threatened and endangered species cited under
stipulations of the Endangered Species Act of 1973, as amended.

Passerine birds were abundant, but no raptors were seen. The area is
not conducive to either bald eagles who occur there occasionally as
winter residents or as transients, and the area is not known to support
peregrine falcons or their eyries. Prairie dogs were not present on or
near the site, and black-footed ferrets that feed on them and live in
their colonies are not a consideration in this survey.

Penstemon goodrichit is known from the general vicinity, and was sought
specifically, but none were present on either the drill.site or along
the access road. Thus, no listed or candidate threatened or endangered
plant or animal species were noted.

Please accept our thanks for this opportunity of working with you.

Sincerely yours,

tanley Welsh
Predident

encli~Invoice

cc: BIA (Ken Young)
BLM (Jerry Kenczka)



A CHE0LOGICAL-E VIRONMENTAL
RESEARCHCORPORATION

P.O. Box 853 Bountiful, Utah 84010
Tel: (801) 292-7061, 292-9668

April 14, 1986

Subject: CULTURAL RESOURCE EVALUATION OF THE MICHELLE
UTE NO. 2-TA1E IN THE DINTA BOTTOHS LOCALITY OF
BINTAH COUNTY, UTAH

Project: Badger 011 Company

Project No.: BOC-86-1

Permit No.: Dept. of Interior 85-Ut-54937

Utah State U-86-AF-182i

To: Mr. Cary Smith, Badger Oil Company, c/o Applied
Drilling Services, Route 1, Box 1764, Roose-
velt, Utah 84066

Mr. Roland McCook, Bureau of Indian Affairs,
P.O. Box 190, Fort Duchesne, Utah 84026

Mr. Jamie Cuch, Ute Indian Tribe, Energy &
Minerais Dept., P.O. Box 190, Fort Duchesne,
Utah 84026

Info: Antiquities Section, Division of State History,300 Rio Grande, Salt Lake City, Utah



GENERAL INFORMATION:

A .cultural resource evaluation was made by F.R. Hauck
of AERC on April 10, 1986, of the Badger Oil Company proposed
oil-gas well location Michelle Ute Tribal Unit No. 2-7A1E.
This well location has been staked in the Uinta Bottoms localityto the north of Fort Duchesne in. Uintah County, Utah. The well
location and access rout.e are situated on Ute Tribal lands.
Mr. Jonas Grant of the Ute Tribe Energy & Minerals Department
accompanied the.evaluation.

The Michelle Üte Tribal Unit No. 2-7ATE is situated inthe NE 1/4 of Section 7, Township 1 South, Range 1 East as shownon the attached map.

The project area is on the rangeland that comprises theUinta .Bottoms in the vicinity of the east and the west channelsof the Uinta River. The access and well location are to the west
of the Fort Duchesne - Whiterocks Highway on the flat tableland.
Vegetation in the locality consists of pasture, grasslands, brush
thickets, and cottonwood trees. The thin soils are contained inthe extensive cobble stratum that occurs throughout the area.

FILE SEARCH:

Records searches were conducted on 3-26-86 at both the
Utah State Antiquities Section in Salt. Lake City, and at the
Vernal District Office of the Bureau of Land Management. No
known sites are situated in the project area. The National
Register of Historic Places has been consulted and no registered
properties will be affected by the proposed project.

FIELD METHODOLOGY:

To accomplish an intensive evaluation of the.proposedwell location and .35 mile long access route, the archaeologistwalked a series of 10 to 15 meter wide transects parallel to and
flanking the staked access route and a series of concentrictransects around the well pad. The evaluated zone at the pad was
extended about 30 meters beyond the development periphery.

RESULTS:

No activity loci of .any historic or prehistoric period
were observed during the
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STIPULATIONS:
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STATEOF UTAH Norman H. Bangerter, GovernorNATURALRESOURCES Dee C. Hansen, Executive Director
Oil, Gas & Mining Dionne R. Nielson, Ph.D., Division Director

355 W. North Ternple •3 Triad Center· Suite 350 · Salt Lake City, UT84180-1203•801-538-5340

May 6, 1986

Badger Oil Corporation
c/o ADS Management, Inc.
Rt. 1, Box 1764
Roosevelt, Utah 84066

Gentlemen:

Re: Well Name: Michelle Ute 2-7AlE - SWNE Sec. 7, T. 1S, R. lE
2011' FNL, 1738' FEL - Uintah County, Utah

Approval to drill the referenced well is hereby granted in accordance
with the Order of Cause No. 139-42 dated April 17, 1985 subject to the
following stipulations:

1. Prior to commencement of drilling, receipt by the Division of
evidence providing assurance of an adequate and approved supply of
water as required by Chapter 3, Title 73, Utah Code Annotated.

In addition, the following actions are necessary to fully comply with
this approval:

1. Spudding notification to the Division within 24 hours after drilling
operations commence.

2. Submittal to the Division of completed Form OGC-8-X, Report of Water
Encountered During Drilling.

3. Prompt notification to the Division should you determine that it is
necessary to plug and abandon this well. Notify 3ohn R. Baza,
Petroleum Engineer, (Office) (801) 538-5340, (Home) 298-7695, or
R. J. Firth, Associate Director, (Home) 571-6068.

4. Compliance with the requirements and regulations of Rule 311.3,
Associated Gas Flaring, Oil and Gas Conservation General Rules.



O O

Page 2
Badger Oil Corporation
Well Name: Michelle Ute 2-7AlE
May 6, 1986

5. Prior to commencement of the proposed drilling operations, plans for
toilet facilities and the disposal of sanitary waste at each drill
site shall be submitted to the local health department having
jurisdiction. Any such drilling operations and any subsequent well
operations must be conducted in accordance with applicable State and
local health department regulations. A list of all local health
departments and copies of applicable regulations are available from
the Division of Environmental Health, Bureau of General Sanitation,
telephone (801) 533-6163.

6. This approval shall expire one (l) year after date of issuance unless
substantial and continuous operation is underway or an application
for an extension is made prior to the approval expiration date.

The API number assigned to this well is 43-047-31720.

Sincerely,

i th
Associate Director, Oil & Gas

as
Enclosures
cc: Branch of Fluid Minerals

Bureau of Indian Affairs
D. R. Nielson





STATEOf UTAH Norrnan H Bangertéri Gove nor
NATURALRESOURCES Dee C. Hansen, Executive Director
Öil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director

355 W. North Temple • 3 Triod Center • Suite 350 • Salt Lake City, UT84180-1203 • 801-538-5340

May 27, 1986

Badger Oil Corporation
c/o ADS Management, Inc.
Rt. 1, Box 1764
Roosevelt, Utah 84066

Gentlemen:

RE: Well No. Michelle Ute 2-7AlE, Sec.7 T.lS, R.lE,
Uintah county, utah, API NO. 43-047-31720

In concert with action taken by the U.S. Bureau of Land
Management, approval to drill the above referenced well is hereby
rescinded. A new Application for Permit to Drill must be filed
with this office for approval, prior to future drilling of the
subject location.

If any previously unreported operations have been performed on
this well location, it is imperative that you notify the Division
of Oil, Gas and Mining immediately.

Si ely,

hn R. Baz
etroleum Engineer

sb
cc: BLM-Vernal

O

on

an equal opportunity
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